






MODEL 

50 Hz version

Maximum shaft power Pumping speed
Ultimate  
pressure Inlet  

connector

Dimensions (L x W x H) Weight

Air-cooled Water-cooled
m³/h cfm

mbar 
(hPa)

torr mm kg lbs
kW hp kW hp

GHS 1200 23.9 32 24.03 32.2 1126 662 10 7.5 DN 125 2040 x 1280 x 1480 1439 3164

GHS 1600 42.7 57.3 41.45 55.6 1601 942 10 7.5 DN 125 2560 x 1710 x 1970 2471 5434

GHS 2500 56.1 75.2 54.85 73.5 2432 1431 10 7.5 DN 200 2560 x 1710 x 1970 2707 5953

GHS 4800 121.2 162.5 118.87 159.4 4778 2812 10 7.5 DN 200 2990 x 1990 x 2000 4277 9405

MODEL 

60 Hz version

Maximum shaft power Pumping speed
Ultimate  
pressure Inlet  

connector

Dimensions (L x W x H) Weight

Air-cooled Water-cooled
m³/h cfm

mbar 
(hPa)

torr mm kg lbs
kW hp kW hp

GHS 1600 51.65 69.2 50.4 67.6 1665 980 10 7.5 DN 125 2560 x 1710 x 1970 2471 5434

TECHNICAL SPECIFICATIONS GHS 1200-4800







COMMITTED TO SUSTAINABLE PRODUCTIVITY
We stand by our responsibilities towards our customers, towards the environment and the 

people around us. We make performance stand the test of time. This is what we call – 

Sustainable Productivity.

www.atlascopco.com/vacuum
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